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Basic Hand Tools Required 

Parts Included:
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Installation and Cleaning Instructions 

Turn o� water supply
Determine the wall height.  Attach the flange to the wall and then attach the wall 
support to flange.  If wall support needs to be cut use a tubing cutter or hacksaw. 
Attach the deck mount couplers to the tub with supplied threaded nipples
Tapered end of nipple goes into the coupler
Thread locking nuts onto threaded nipple.  Secure to the Tub.
Slide cradle for hand shower onto riser. Secure with set screw.
Attach push putton diverter to top of valve body
Slide the riser nut and cone washer up shower riser
Insert lower riser into top of diverter and tighten with smooth jaw wrench
Attach the Handheld Shower Head to the Shower Handle. 
Connect the hose to the diverter outlet and shower handle
Slide the wall support ring onto the upper riser.  Attach the upper riser to the lower 
riser. Apply teflon tape or thread sealant to the threads before tightening.
Secure the wall support to the wall support ring
Connect water supply lines
Test for water leaks

- Faucet Body
- Cross  Handles 
- Diverter Handle
- Push Button Diverter
- Hand Shower with Hose
- Cradle for Hand Shower
- Deck-Mount Couplers
- Riser Pipe
- Shower Head
- Wall Support

Installation Instructions for Tub Wall 

Cleaning Instructions 
Wipe this whole set o� with warm water and soft cloth. DO NOT use soaps, 
cleansers or brass cleaners as they will disintegrate the protective lacquer 
coating and leave the brass exposed causing it to tarnish. 

Sku 107296 - Traditional Deck-Mount Tub Faucet With Riser and Shower Head


